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PlugSmart® Pro
TECHNICAL DATA SHEET

Omega profiles Road barriersConcrete barriers

Connected and intelligent infrastructures

	ōBenefits

High-visibility self-adhesive reflective 
sticker.

Optimizes road visibility day and night, even 
in adverse environmental settings. Simultaneous integration of scenarios.

Remote management via any mobile 
device interface.

Rapid, efficient, and cost-effective 
installation and replacement.

Simplified wiring installation using IP65 quick-
connect connectors.

RESISTANT
Resistant to impacts, extreme temperatures, and 
vandalism.

UNIVERSAL
Designed with two anchoring systems to 
adapt to different equipment.

CONNECTED 24/7

MODULAR
Adapts to the needs of each location, offering 
customized solutions..

PlugSmart® Pro device turns new or existing 
infrastructure into connected and smart using 
PLUG&META® technology.  

It integrates in a single device the prevention and 
signalling of potential claims against numerous risk 
factors, as well as collecting data for the authorities.

Innovative solution for infrastructures

	ōLocations

Suitable for:

Bridges and 
viaducts

RoadworksRoads Tunnels and 
underpasses
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Discover 
PLUG&META® 

Discover 
PlugSmart® Pro 

Complies with the following regulations:

•	 IEC 60598, IEC 62031, IEC 60529, IEC 61000, IEC 61547, IEC 61437
•	 UNE-EN 50102
•	 ISO 9001
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PlugSmart® Pro
Active Road Safety for infrastructure

How does it work?

Technical specifications

Voltage 24 - 48 V DC

Intensity 700 mA

Power consumption máx. 14 W

	ōElectrical specifications

	ōEnvironmental conditions

IP rating 65

IK rating 08

Material compositions (body) Alu-PA66-PMMA

Operating temperature -20ºC to 80ºC

Relative humidity (non-condensing) 80%

Simulation of the components that 
comprise the PLUG&META® solution.

Dimensions in mm
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